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We describe the principles of design, fabrication, and operation of a piezoelectric optomechanical

crystal with which we demonstrate bi-directional conversion of energy between microwave and

optical frequencies. The optomechanical crystal has an optical mode at 1523 nm co-located with a

mechanical breathing mode at 3.8 GHz, with a measured optomechanical coupling strength gom/2p
of 115 kHz. The breathing mode is driven and detected by curved interdigitated transducers that cou-

ple to a Lamb mode in suspended membranes on either end of the optomechanical crystal, allowing

the external piezoelectric modulation of the optical signal as well as the converse, the detection of

microwave electrical signals generated by a modulated optical signal. We compare measurements to

theory where appropriate. Published by AIP Publishing. [http://dx.doi.org/10.1063/1.4955408]

Engineered quantum systems have undergone a revolu-

tion in both the performance of individual quantum bits as

well as the number of qubits that can be coupled to one

another.1–3 However, much of the progress in these engi-

neered systems has been with microwave frequency qubits,

especially in superconducting implementations. This makes

long-distance communication of any quantum information

generated in these systems very challenging, due to the

presence of the large microwave background in a non-

cryogenic environment. As a result, there are a number of

distinct efforts to coherently couple microwave quantum

signals to optical ones,4–10 as this could combine the high

fidelity quantum control achievable with engineered micro-

wave qubits with the long distance communication possible

with optical photons.

Here, we describe an important step forward in one such

approach, where we use a piezoelectric optomechanical de-

vice with integrated electromechanical transduction to demon-

strate bi-directional coherent transduction between microwave

frequencies and an optical signal in a common telecommuni-

cations band. The device includes electromechanical trans-

ducers that are mode-matched to itinerant Lamb wave

phonons,11,12 which are in turn coupled to a mechanically

suspended optomechanical crystal (OMC)13 supporting a

localized mechanical breathing mode. The breathing mode is

co-located with a localized optical mode, where strong opto-

mechanical coupling between these two modes yields the

desired frequency transduction. The microwave mechanical

frequency of these devices is designed to match that of super-

conducting qubits, yielding a straightforward integration with

these quantum systems. In previous work with microwave fre-

quency mechanical modes in the GHz band, experiments have

shown electrical to optical conversion, but not the reverse.5,6

Bi-directional operation has been challenging due to the diffi-

culty in simultaneously achieving strong electromechanical

coupling and good mode matching to the appropriate micro-

wave frequency mechanical mode, especially as the requisite

structures span dimensions corresponding to hundreds of me-

chanical wavelengths.14

The material system we chose for exploring this approach

is aluminum nitride (AlN), a material that allows growth of

oriented polycrystalline thin films when reactively sputtered

on a thick layer of oxidized silicon.5,6 AlN grown in this fash-

ion has a significant piezoelectric response, which allows for

strong electromechanical coupling via metallic electrodes.15

The relevant piezoelectric coefficients are16 �33� 1.46 C/m2

and �31��0.60 C/m2. The excellent optical properties of

properly prepared films of AlN also allow the fabrication of

high quality photonic components, including low-loss optical

resonators, waveguides, and optomechanical crystals.

Structures made from this material may be mechanically sus-

pended by selectively removing the underlying oxide, yielding

free-standing structures with low mechanical and optical loss.

Using this platform, we have designed and fabricated

devices in which an optimized OMC17 is mechanically

coupled to an interdigitated Lamb wave transducer (IDT).

The overall device design and key elements are shown in

Fig. 1, along with numerical simulations of the relevant opti-

cal and mechanical modes. The electromechanical trans-

ducers are designed to efficiently couple to phonons emitted

from the ends of the OMC with a radial radiation pattern, as

predicted by finite element simulations. The pitch of the

electrodes selects a zero-order symmetric Lamb wave of the

appropriate wavelength, closely matched to an in-plane reso-

nance of the underlying two-dimensional plate structure, and

resonant with the OMC breathing mode.

The device fabrication involved two steps of photolithog-

raphy followed by one step of electron beam lithography, fol-

lowed by three more steps of photolithography. Fabrication

started on a 100 mm Si wafer on which we grew 3.17 lm

of thermal SiO2 followed by oriented sputtering of 330 nm of

c-axis oriented AlN, followed by 150 nm of aluminum. In the

first process step, the Al wiring was defined by photolithogra-

phy followed by a chlorine plasma etch. A second photoli-

thography step then defined 10 nm chrome-150 nm gold

alignment marks. An etch mask in hydrogen silsesquioxane

resist was then defined by electron beam lithography, for etch

patterning of the nanostructures (the optomechanical and
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photonic structures, as well as the interdigitated (IDT) electro-

des). Following additional masking of some of the area with a

third photolithography step, the IDT pattern was etched into

the Al and AlN; after removing the photoresist, two more

masking layers of photoresist were defined with intervening

etches of the optical and optomechanical structures. In the

final step, the underlying oxide was removed using a vapor

hydrofluoric etch tool, in such a way that the exposed Al and

AlN were not damaged.

The electrodes for each IDT, remote from the OMC, are

alternately wired to signal and ground, with the signal con-

nected to the center trace of a 50 X microwave coplanar

waveguide, leading to a microwave launcher; each launcher

is contacted by a microwave probe. The localized optical

mode in the OMC has a 1523 nm design wavelength and a

3.8 GHz mechanical breathing mode frequency. The OMC

was optically probed through an evanescently coupled inte-

grated photonic waveguide, whose ends terminate in radial

grating couplers for coupling to a pair of optical fibers.

Figure 2 shows characterization measurements of the

device at room temperature. Sweeping the laser frequency xl

reveals the relevant OMC resonance at xo as a dip in the

measured optical transmission when xl¼xo (inset). A fit to

this feature yields a coupled loss rate of j/2p¼ 15.2 GHz,

with an intrinsic loss rate ji/2p¼ 4.7 GHz. By locking the

laser to the side of the optical resonance (green center arrow

in inset), we can detect sidebands induced on the transmitted

signal by the mechanical breathing mode’s thermal motion,

shown in Fig. 2(a), with the peak at the design frequency of

3.78 GHz. The width of the peak corresponds to a mechani-

cal loss rate of c/2p¼ 5.0 MHz, and we estimate the intrinsic

and extrinsic components of the loss to be ci/2p¼ 3.5 MHz

and ce/2p¼ 1.5 MHz. The breathing mode noise peak can be

used to extract a coupling rate of gom/2p¼ 115 6 15 kHz

between the localized optical and breathing modes in the

OMC.18

The IDT electromechanical transducers were character-

ized by measuring the amplitude of the microwave frequency

reflection (S11) with a vector network analyzer (Fig. 2(a),

blue). These displayed the expected pronounced dip in

reflection at the 3.78 GHz design frequency of the IDTs.

Additionally, we measured the microwave transmitted am-

plitude (See) between the two IDTs at either end of the OMC,

showing the expected strong coupling at the design fre-

quency of the IDTs (not shown).

We can measure electrical to optical transduction, in

which an electrical signal generates a modulation of a trans-

mitted optical signal. This is done by locking the laser to the

side of the optical resonance (green center arrow in inset to

Fig. 2(a)) and driving either IDT with a microwave fre-

quency electrical tone, while measuring the sidebands gener-

ated on the laser signal by using a fast photodetector. The

FIG. 1. (a) Overview of device geome-

try, comprising a pair of radially sym-

metric Lamb wave IDTs coupled to an

optomechanical crystal. The OMC is

patterned from a 330 nm thick layer of

free standing AlN, and the IDTs are

patterned from a top layer of 150 nm

thick aluminum. (b) Finite element

simulation of the relevant optical mode

in the OMC (upper), along with a finite

element simulation of the relevant me-

chanical mode (lower). (c) Upper: Side

cutaway of voltage as itinerant me-

chanical waves transition from the

OMC to a half-infinite plate of match-

ing thickness. The induced voltage is

indicative of symmetric Lamb waves.

Lower: Top view of the structure, with

color indicating log magnitude of volt-

age. These simulations are a concep-

tual guide, but they do not account for

the wedge transition region or the teth-

ers in the actual device. Including

these features produces qualitatively

similar results but with additional dis-

tortion of the mode shape due to

changes in the plate’s mechanical

resonance.
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result of this measurement is shown in Fig. 2(b), showing

strong electrical-to-optical transduction (Soe) at the mechani-

cal design frequency of 3.78 GHz.

We can also demonstrate the reverse operation, in which

an externally modulated optical signal generates a micro-

wave electrical signal. The optical signal for this measure-

ment consists of a laser tone on which we have imposed

sidebands with adjustable amplitudes and sideband frequen-

cies (arrows inset to Fig. 2(a)) using an electro-optic modula-

tor. The beating of the laser tone and the sidebands within

the OMC generates an optomechanical force at the sideband

frequency; when this modulation frequency is tuned to the

OMC breathing mode frequency, this directly drives the

breathing mode amplitude. Phonons are radiated from the

leaky OMC and couple to the Lamb wave mode in the two-

dimensional supports and are then detected as electrical sig-

nals emanating from the IDTs. This measurement (Seo) is

shown in blue in Fig. 2(b), where the strongest electrical sig-

nal is detected when the laser sidebands are set to the breath-

ing mode frequency of 3.78 GHz.

From these measurements, the internal scattering matrix

amplitudes19 in quanta units can be estimated as Soe;int ¼
ð0:460:2Þ � 10�2 and Seo;int ¼ ð1:360:6Þ � 10�2, where

jSeoj2 microwave photons are produced for one sideband op-

tical photon, and similarly for Soe. These efficiencies are

obtained with intracavity photon populations (at the laser fre-

quency) of nopt¼ 9400 and 4900 for Soe and Seo, respec-

tively, and are the upper limits of the device efficiency in our

measurement setup. While these limits are set by the maxi-

mum output power of the laser, the power is also limited by

thermal instability in the OMC.

If we include the effects of the IDT impedance mis-

match to the external measurement apparatus, and of the op-

tical resonator being sideband-unresolved, we estimate the

external efficiencies20 as Soe;ext ¼ ð1:460:6Þ � 10�4 and

Seo;ext ¼ ð3:060:9Þ � 10�4.

We note that the conversion efficiencies in both direc-

tions do not appear to be equal, even if we extrapolate values

for identical nopt (whose value in part determines S). This

may be due to nonlinearity in the system on the mechanical

driving side resulting in additional loss, as the IDT drive

powers used may induce nonlinear mechanical mode conver-

sion in the IDT plate or OMC waveguide. Further study is

needed to understand the origin of this asymmetry between

Soe and Seo.

We explored the optical driving, electrical readout (Seo)

behavior further by varying the laser sideband modulation

frequency, central laser frequency, laser power, and sideband

power. Some of these measurements are shown in Fig. 3.

The intensity plots are in general agreement with theory,

some also plotted in Fig. 3. The theoretical predictions are

generated by assuming that the beating between the optical

carrier and its sidebands results in an optical force driving

the mechanical resonator, while ignoring back-action effects.

Additionally, we demonstrate phase control of the mechani-

cal resonator, achieved by varying the relative phase of the

optical sidebands with respect to a clock signal. The change

in the resulting driven mechanical phase is mapped onto a

change in the detected electromechanical signal phase,

shown in Fig. 3(b).

The successful bilateral operation of this mode-matched

electro-optomechanical device holds promise for use as a

quantum transducer. However, to demonstrate quantum

operation, further improvements must be made. Issues such

as understanding the asymmetry in the coupling in either

direction, impedance matching the IDTs to readout ampli-

fiers, and improving the optical coupling performance by

using other types of fiber-chip coupling,21 are technical ones

that can be solved with established techniques. A more sig-

nificant challenge is to further increase the optomechanical

gom, which may require implementing this type of design in

FIG. 2. (a) Inset: Optical resonance of the OMC, shown in red. A Lorentzian

fit is superposed in black, with a fit coupled loss rate j/2p¼ 15.2 GHz and

internal loss rate of ji/2p¼ 4.7 GHz. When reading out the mechanical

motion using an optical signal, the laser is tuned to the position of the green

center arrow. The green and purple arrows together represent the laser with

phase modulated sidebands spaced Dp apart, with optical driving of the me-

chanical mode occurring when Dp�xm. Main panel: Optical readout of the

OMC’s mechanical breathing mode’s thermal noise at room temperature,

shown in red. A Lorentzian fit to the breathing mode is shown in black, with

fit mechanical loss rate c/2p¼ 5.0 MHz; the amplitude yields gom/

2p¼ 115 6 15 kHz. We also show the measured S11 reflection from the right

IDT, in blue, showing good frequency matching to the OMC breathing

mode. (b) Electrical driving with optical detection is shown in green (Soe).

Optical driving of the OMC with electrical detection of the resulting me-

chanical motion is shown in blue (Seo). Both measurements were completed

using the right IDT, although similar results are found using the left IDT.
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a material with a larger photoelastic response, for example,

in silicon17 or gallium arsenide.22
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FIG. 3. (a) Intensity plot showing the optically driven, electrically detected

motion of the OMC breathing mode, where we varied the laser detuning

with respect to the OMC cavity (D¼xo � xl, vertical axis) and the side-

band frequency (Dp/2p, horizontal axis), while measuring the strength of the

electrically detected motion (color scale). Upper plot is measured data while

lower plot is theory. Measurement was with fixed carrier and sideband

powers P0 ¼ 55:2 lW; P6 ¼ 8:6 lW. (b) Homodyne measurement showing

the relation between the detected electromechanical phase as a function of

the phase of the sidebands relative to a clock signal, taken with P0 ¼
39 lW; P6 ¼ 16 lW and D ¼ Dp ¼ xm.
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